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OPTIONAL TECHNICAL SHEET

Standard Balanced Spiral Woven Belt

Fill in what you know; leave the rest blank. You can also start an enquiry with photos only.

01 Belt size & material

Overall width (mm) Total belt length (m) Material / grade

02 Mesh dimensions
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For A and C, measure over 10 pitches where practical and divide by 10.
03 Edge finish 04 Drive Method
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Laddered Hook
Welded: common welded finish. Laddered / hook: unwelded; Friction Drive Positive Drive
generally for larger cross-rod pitches. o )
Roller friction drives the belt; Sprocket teeth engage the
Edge finish Spiral wire correct tension and roller mesh; belt pitch and tooth
contact are needed. profile must match.

Select... Select...
Drive Method

Flat wire W x T (mm) Select...

05 Application (optional)
Product Minimum temperature (°C)
Process Maximum temperature (°C)

Other conditions

Length = full loop. For side chains, use Chain Edge Technical Sheet. Send this PDF with photos or drawings.

PRODUCT PAGE


https://www.industrialconveyorbelt.com/metal-conveyor-belts/balanced-spiral-woven-conveyor-belts-1523.html
https://www.industrialconveyorbelt.com
mailto:wirebelt@pfmscreen.com
https://wa.me/8615369679157


	TS-01_width: 
	TS-01_length: 
	TS-01_material: 
	TS-01_A: 
	TS-01_B: 
	TS-01_C: 
	TS-01_D: 
	TS-01_edge: [Select...]
	TS-01_wire: [Select...]
	TS-01_flat: 
	TS-01_drive_method: [Select...]
	TS-01_product: 
	TS-01_minimum_temperature: 
	TS-01_process: 
	TS-01_maximum_temperature: 
	TS-01_other_conditions: 


